H Exposure Size Hl Outer Dimensions / Weight

14"X17" /1 14"X14" /1 11"X14"/10"X 12"/ 8"X10" W740 X D365 X H747mm / approx. 100kg I(ONICA MINOLTA

18X24cm /24 X30cm / 15X30cm and other sizes B
Hl Power Consumption

Hl Sampling Pitch AC100/110/115/120/200/220/230/240V £10%
87.5um/175um /43.75um 50/60 Hz approx. 0.8kVA

Hl Maximum Resolution M Operating Conditions
6776X5440 (24X30cm / 43.75u:m) Temperature: 15-30C

Read
Function

4020X4892 (14"X17"/ 87.5um) Humidity : 35-80%RH (no condensation)
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approx. 80 plates / hour ( 14" X14"/175um) \
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More Accessible D

Sophisticated, exquisite form. 740 | . %65 | _
Space-saving design in a compact size. Unit: mm 1/20 scaled
Sufficient throughput for higher department efficiency.
% Specifications are subject to change without prior notice.
\

Dramatically evolved new Regius

maintaining high-quality diagnostic images.
A CR that is this accessible is hard to find.

KONICA MINOLTA MEDICAL & GRAPHIC, INC.
No.1, Sakura-machi, Hino-shi, Tokyo, 191-8511, Japan

IKONICA MINOLTA  Distributed by :
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< Suitable for narrow space> For more accessible space, >
a wide position is also available

The Regius Model 110 HQ features an
astonishingly compact design with a foot-
print of only 0.27m? The two-way setting
method allows selection of two patterns
of layout depending

on the use environ-

mentally friendly.
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