KONICA MINOLTA

PRINT LINK for DRYPRO
Printlink5-IN

Manufacturer:
KONICA MINOLTA, INC.
1 Sakura-machi, Hino-shi, Tokyo, 191-8511, Japan

Kasutusjuhend

= o







Uldist

Enne seadme Printlink5-IN / DRYPRO Printlink (edaspidi Printlink5-IN) kasutamist lugege kindlasti see
juhend labi, nii et mdistaksite taielikult selle sisu. Kaesolevas kasutusjuhendis on kasutamise juhiseid
ja menetlusi, et tagada kasutamise ohutus.

Hoidke kdesolevat kasutusjuhendit kdeparases kohas, et sellega saaks kiiresti tutvuda.

e I
I:g:l ® Kaesolevas dokumendis kirjeldatakse ainult seadme Printlink5-IN

kasutamist. Enne toote kasutamist lugege palun DRYPRO MODEL
832 kasutusjuhendit voi DRYPRO MODEL 873 kasutusjuhendit ja
tehke DRYPRO MODEL 832/873 pohifunktsioonid ja ettevaatusabi-
noéud endale selgeks.
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Peatukk 1

Ohutusabinoud ja hoiatused



1.1 Ohutusabinoud

Seadet Printlink5-IN kasutades jargige allpool loetletud ohutusabindusid, et tagada selle nbuetekohane
kasitsemine. Enne seadme Printlink5-IN kasutamist lugege kindlasti see juhend labi, nii et mdistaksite
taielikult selle sisu.

Sisemise aku asendamine
Seadmes Printlink5-IN oleva liitiumaku asendamiseks p66rduge Konica Minolta tehniliste esindajate
poole.

111 Kasutusjuhend

A HOIATUS

+ Sellel tootel, kdesolevas juhendis voi erinevate seadmete muudes juhendites viidatud voi
esitatud ohutusabinéud on hoolikalt 1abi vaadatud, kuid ootamatuid olukordi voib siiski
esineda. Toodet kasutades jargige juhiseid ja olge alati tahelepanelik.

* Me ei vastuta seadme Printlink5-IN kasutusele votmisest tingitud oluliste andmete (nt
patsienditeabe) kaotsimineku eest. Lugege see juhend pohjalikult ldbi ja olge andmeid
kasitsedes vaga ettevaatlik.

A ETTEVAATUST

- Jéargige toote kasutamisel kdesolevas juhendis ja erinevate seadmete muudes juhendites
olevaid juhiseid ja menetlusi.

+ Jargige kindlasti sellel tootel, kdesolevas juhendis voi erinevate seadmete muudes juhendites
viidatud véi esitatud ohutusabinéusid. Selle ettevaatusele kutsuva hoiatuse eiramine voib
pohjustada vigastusi voi selle toote kahjustusi.

- Arge tehke muid toiminguid ega samme peale nende, mida on kirjeldatud kiesolevas
dokumendis ja erinevate seadmete muudes juhendites. Kui tootega tekib probleem, votke
meiega uihendust.

A ETTEVAATUST

Printlink5-IN vastab raadiosageduslike hairingute jargmisele standardile:

* Infotehnoloogilise seadme héiringute vabatahtliku juhtnéukogu (Voluntary Control Council
for Interference by Information Technology Equipment, VCCI) klass B

* USA Foéderaalse Sidekomisjoni (FCC) osa 15 klass B

See toode voib kasutamise ajal péhjustada raadiohairinguid. Sellistel juhtudel v6ib kasutajatel tekkida

vajadus rakendada asjakohaseid meetmeid.
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1.1.2 Uldised ettevaatusabindud

A HOIATUS

+ Arge kasutage seadet, kui tekib suitsu, ebatavalist miira véi I6hna.
Kui markate sellest seadmest tulevat ebatavalist Idhna v6i mira, peatage kohe selle kasutamine ja
votke toitepistik pistikupesast valja. Seejarel podrduge Konica Minolta tehniliste esindajate poole.
Kui jatkate sellises seisundis seadme kasutamist, voib see pdhjustada tulekahju.

+ Arge sisestage traadijuppi ega metalli.
Arge sisestage mingit vodrkeha (nt metallriba ega traati) 6huava ega disketiseadme kaudu. Selle
hoiatuse eiramine voib pohjustada elektril6ogi.

A ETTEVAATUST

+ Arge laske veel ega vdorkehadelt sattuda seadmesse Printlink5-IN.
Arge laske vedelikel (nt veel) ega vdorkehadel (nt ndeltel ega klambritel) sattuda seadmesse
Printlink5-IN. Selle ndudmise eiramine voib pdhjustada tulekahju, elektrilodgi voi rikke. Kui midagi
satub seadmesse, liilitage toiteliiliti kohe vélja ja vdtke toitepistik pistikupesast vélja. Arge plilidke
seda lahti votta. P66rduge Konica Minolta tehnilise esindaja poole.

A ETTEVAATUST

» Kasutage seadet hasti valgustatud ruumis.

» Taaskaivitage seade korrapéraselt.

* Enne seadme viljaliilitamist v6i disketi eemaldamist veenduge kindlasti, et kovaketta
kasutamise margutuli on kustunud.

+ Kui liilitate toite valja ja seejarel uuesti sisse, oodake enne sisse liilitamist vahemalt 10 sekundit.

+ Arge liilitage seadet jarsku vilja.
Programmi t66 ajal toite valjaltlitamine voib rikkuda susteemi programmi voi kasutaja andmeid ja
tuua kaasa susteemi torke. Parast koigist rakendusprogrammidest valjumist lUlitage kindlasti toide
valja.

+ Arge piiiidke muuta Windowsi sitteid ega installida muid rakendusprogramme.
Selle hoiatuse eiramine voib pdhjustada siisteemi térke.

* Puhastage seadet korraparaselt.
Seadme korraparane puhastamine ennetab erinevate probleemide teket.
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113 Ohutusabindud seoses toiteallika ja toitekaabliga

A HOIATUS

Arge kisitsege pistikut mirgade kitega.

Arge kasitsege toitepistikut méargade katega, kui panete selle pistikupessa voi votate valja. See voib
pohjustada elektrilddgi.

Arge iihendage maandusjuhet gaasitoruga.

Arge kunagi ihendage maandusjuhet gaasitoruga. Selle hoiatuse eiramine véib pdhjustada gaasi
plahvatuse.

Tulekahju vdi elektrildogi ohu valtimiseks jargige jargmisi ndudeid.

Viltige kokkupuudet vedelikega, nt veega. Viltige voorkehade (nt klambri voi ndela) sattumist
seadmesse. Selle ndudmise eiramine voib pohjustada elektriloogi voi rikke.

Kasutage kindlasti ettendhtud toitekaabilit.

Kasutage tehniliste andmete kohast piisava voimsusega toiteallikat.

Viltige toitepistiku voi selle kontaktide kattumist tolmu v6i mustusega.

Kui toitepistik voi -kaabel on kuum, pistik on ebakindlalt elektrivorgu pistikupesas voi
toitepistik on lahti, viltige seadme kasutamist ja po6rduge Konica Minolta tehniliste esindajate
poole.

A ETTEVAATUST

Arge kasutage muud elektrivorgu pistikupesa kui nimiandmetele vastavat.

Pange toitepistik otse ettenahtud pistikupessa. Muu kui nimiandmetele vastava toiteallika kasutamine
vBib péhjustada tulekahju véi lekkevoolu. Arge paigaldage seadet kohta, kus on vaja kasutada
pikendusjuhet.

Arge kasutage harupistikupesi.

Kui elektrivorgu pistikupesa labiv vool Uletab ettendhtud vaartuse, vdib pistikupesa kuumeneda ja
pohjustada pdlenguohu.

Arge kasutage muud toitekaablit kui ettenihtud kaabel.

Arge kasutage Uihtegi muud toitekaablit kui seda, mis on selle seadmega kaasas. Kui toitekaablit |abiv
vool Uletab ettenahtud vaartuse, voib toitekaabel kuumeneda ja pdhjustada pdlenguohu. Kahjustatud
toitekaablist pdhjustatud tulekahju voi elektrilddgi ohu valtimiseks jargige jargmisi ndudeid.

Arge tdmmake juhtmest.

Arge viinake toitekaabilit.

Arge siduge toitekaablit kimpu.

Arge kinnitage toitekaablit klammerdaja v6i muude esemete abil.

Arge pigistage toitekaablit.

Arge asetage-mingeid esemeid toitekaabli peale.

Arge toitekaablit muutke, parandage ega tehke sellega mingeid toid.

Arge kasutage kahjustatud toitekaablit.

Asendage kahjustatud toitekaabel kohe ettenahtud kaabliga. Lisateavet toitekaabli asendamise
kohta saate Konica Minolta tehnilistelt esindajatelt.

Hoidke toitekaabel eemal soojust kiirgavatest seadmetest.

Kui te ei kavatse seadet pikemat aega kasutada, votke toitepistik pistikupesast vilja.
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11.4 Ettevaatusabinoud paigaldamisel, teisaldamisel, hoiule panemisel ja lihendamisel

A HOIATUS

Arge jatke pakkematerjale laokile.

Hoidke seadme Printlink5-IN juhtpaneeli pakkematerjale kohas, millele on patsientide juurdepaas
piiratud. Hoidke kilekotte imikutele kattesaamatus kohas, sest nad vodivad kilekoti oma pea peale
tdbmmata ja lAmbuda.

A ETTEVAATUST

Arge paigaldage seadet mujale kui sellele ettenéhtud kohta.

Arge paigaldage seadet Printlink5-IN jargmist laadi kohtadesse v6i mujale kui kéesolevas juhendis
on ette nahtud. Vastasel korral véib see pdhjustada tulekahju.

Tolmune koht

Koht, kus seade on otsese pdikesevalguse kaes

Niiske koht, nt veesoojendi lahedal

Ebastabiilne koht

Halvasti 6hutatud koht

Koht, kus seade puutub kokku olise suitsu voi auruga

Koht, kus on markimisvaarseid erinevusi heleduse ja tumeduse vahel

Korge temperatuuriga koht, naiteks kiitteseadme lahedal

Arge asetage seadet otse porandale.

Arge iihendage ega lahutage liideskaablit, kui toitekaabel on iihendatud.

Uhendage véi lahutage liideskaabel parast toitekaabli pistiku elektrivérgu pistikupesast vélja votmist.
Kui toitepistik on elektrivérgu pistikupesas ja te puudutate kaablit voéi liidest, voib IUhis pdhjustada
tulekahju ka juhul, kui toitelUliti on valja lilitatud.

Arge kasutage muud liideskaablit kui ettenihtud liideskaabel.

Kasutage Konica Minolta kindlaks maaratud liideskaablit ning enne Uhendamist kontrollige
Uhendamisvahendit ja litmikke. Kui kasutate muud kui kindlaks maaratud kaablit voi kui see on
Uhendatud vale seadmega, vdib luhis pbhjustada tulekahju. Jargige liideskaabli kasitsemisel ja
Uhendamisel jargmisi juhiseid.

Arge kasutage kahjustatud kaabliliitmikku.

Arge asetage-mingeid esemeid kaabli peale.

Arge kasutage kahjustatud juhet.

Arge astuge kaabli peale.

Arge kasutage seadet, kui kaabel on ebakindlalt iihendatud.

Arge blokeerige ventileerimisavasid.

Ventileerimisavad on seadme esi- ja tagakuljel seadme seest soojuse eemaldamiseks. Paigaldage
seade nii, et seadme esi- ja tagakiiljel olevate ventileerimisavade ja seina v6i muude seadmete
vahel oleks vdhemalt 10 cm vahe.
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A ETTEVAATUST

+ Arge teisaldage seadet, kui toitekaabel vdi muu kaabel on iihendatud.
Seadme Printlink5-IN juhtpaneel vdib kukkuda maha vaéi Umber, kui toitekaabel v6i muu kaabel
teisaldamise ajal takerdub, pohjustades vigastusi.

+ Arge teisaldage seadet Printlink5-IN isegi parast toiteliiliti vilja lilitamist, enne kui see
taielikult seiskub.
Enne seadme Printlink5-IN teisaldamist voi sellise toimingu tegemist, mis vdib seadet mingil maaral
raputada, oodake parast toite valja lulitamist vahemalt 30 sekundit.

1.1.5 Hooldusjuhised

A HOIATUS

+ Arge seadet lahti vétke, parandage ega muutke.
Arge kunagi seadet ise lahti vétke, parandage ega muutke. Selle hoiatuse eiramine véib pdhjustada
seadme tdrke, mis voib pdhjustada tulekahju vdi elektrilddgi. Kui seadet on vaja parandada, pdérduge
Konica Minolta tehniliste esindajate poole.

+ Arge eemaldage liitiumakusid.
Seadmes Printlink5-IN on liitumakud. Arge eemaldage liitiumakusid. Kui te viite liitiumaku tule
lahedale voi kastate vette, voib see pdhjustada plahvatuse. Kui liitiumaku kulub ja seade ei toimi
nduetekohaselt, arge puldke akut ise lahti vdtta, asendada ega laadida. P66rduge Konica Minolta
tehnilise esindaja poole.

+ Arge tehke hooldustoid, kui toitepistik on pistikupesas.
Lilitage toide valja ja votke toitepistik pistikupesast valja enne seadme Printlink5-IN puhastamist
vOi hooldamist. Kui toitepistik on elektrivorgu pistikupesas ja te puudutate seadme sisemisi osi, véib
see pdhjustada elektrildogi ka juhul, kui toitellliti on valja lUlitatud. Votke toitepistik vahetevahel valja
ning puhkige kuiva lapiga tolmust ja mustusest puhtaks. Toitepistikule vdi pistikupesale kogunenud
tolm voi mustus vdib pdhjustada tulekahju.

A ETTEVAATUST

» Olge kuumade osadega ettevaatlik.
Seadme Printlink5-IN sisseehitatud kdvaketas ja teised osad on vahetult parast toite valjaltlitamist
vaga kuumad.

+ Uhendage turvaliselt.
Uhendage toitekaabel, lideskaabel ja plaadid turvaliselt. Kui need ei ole turvaliselt (ihendatud, véib
see pohjustada kontakti rikke ning selle tagajarjel suitsu tekke voi tulekahju.

+ Arge seadet kriimustage ega kdva esemega 166ge.
See voib seadet kahjustada ja pdhjustada rikke.

* Puhastage kindlasti seadme sisemust.
P66rduge Konica Minolta tehniliste esindajate poole ja laske seadme Printlink5-IN sisemust kord
aastas puhastada. Seadmesse kogunenud tolm voib péhjustada soojenemise voi tulekahju.
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1.1.6 Ettevaatusabinoud kasutamisel

A HOIATUS

Lopetage seadme kasutamine aikese korral.

Kui voib oodata aikesetormi, lllitage seade valja ja votke toitepistik pistikupesast valja.

Kui pikne 166b enne toitepistiku pistikupesast valja votmist, arge puudutage seadet ega Uhtegi
kaablit. Vastasel korral vbib see pdhjustada tulekahju voi elektrilddgi.

A ETTEVAATUST

Arge asetage seadmele tassi ega klaasi kohvi, mahla ega muu vedelikuga.

Kui seadmesse paaseb vett, vedelikku vb6i metallese, vdib selle kasutamine olla ohtlik. Olge
ettevaatlik, et valtida vodrkehade sattumist seadmesse.

Arge kasutage seadet ruumis, kus kasutatakse véi hoitakse kemikaale.

Arge kasutage seadme lidhedal mobiiltelefoni, viikese tegevusraadiusega mobiiltelefonisiisteemi
ega piiparit.

Tagage, et seadme Printlink5-IN lahedal oleksid mobiiltelefonid, vaikese tegevusraadiusega
mobiiltelefonististeemid ja piiparid valja lulitatud. Vastasel korral vdivad raadiolained p&hjustada
seadme talitlushaire.

Vaadake kuvarit vdhemalt 80 cm kauguselt.

Arge kasutage seadet pikka aega jirjest.

Kui peate kasutama seadet pidevalt pikema aja jooksul, tehke iga tund 10-15-minutine paus,
et véimaldada silmadel puhata.

Pikka aega pidevalt kuvari vaatamine pdhjustab silmade vasimist.

Poorake tahelepanu seadme kasutamise ajal lahedal asuva raadio voi teleri vastuvotu
kvaliteedile.

Raadio voi teleri 1ahedal kasutades vdib seade tekitada mira raadios vdi teleris. Sellisel juhul
kasutage raadiot voi telerit sellest seadmest eemal.

Olge eriti ettevaatlik, et viltida seadme viirusega nakatumist tihe voéi vérguiihenduse kaudu.
Kui seadet kasutatakse ja see on sisse lilitatud 66pdevaringselt, pohjustab see siisteemi
ebastabiilse talitluse.

Seetbttu lllitage seade t66 I6petamisel Uhtlase talitluse sailitamiseks valja.

Kui stisteemi on vaja hoida 60paevaringselt sisselllitatult, lilitage toide kord nadalas valja ja uuesti
sisse. Kui seade on 14 paeva pidevalt sisse lllitatud, taaskaivitatakse see automaatselt (kui seadet
kasutatakse kuvarita, seadke seadme paigaldamisel automaatne taaskaivitamine alati sisselulitatud
sattele). Kui kindlaks maaratud taaskaivitamise aeg jouab katte modaalsusega side ajal, antakse
katkestuskask ja side |opetatakse. Taaskaivitamise ajal ei saa modaalsusest andmeid vastu vétta
(ligikaudu kaks minutit). Sellegipoolest jaavad isegi taaskaivitamisel alles andmed, mis on juba vastu
vdetud ja kuvatud seadme Printlink5-IN jarjekorra aknas.

Seadet kuvarita kasutades tehke seadme Printlink5-IN sulgemine ja kaivitamine arvuti
toiteliiliti abil. Kui te ei méarka kuvari puudumist ja toide on vilja liilitatud, saab sundsulgemise
teha lulitit kauem all hoides. Seetottu olge ettevaatlik, et te ei vajutaks ja hoiaks liilitit all iile
kolme sekundi.

1"
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11.7 Kasutuselt kérvaldamise juhised

Seadme Printlink5-IN kasutuselt kdrvaldamisel pidage meeles jargmist.

A ETTEVAATUST

+ Eemaldage pohiseadmest sisseehitatud liitiumaku enne Printlink5-IN pohiseadme kasutuselt
korvaldamist.

» Kui korvaldate kasutuselt Printlink5-IN péhiseadme ja LCD-kuvari, tagage selle n6uetekohane
ringlussevott vastavalt loodusvarade tohusa kditlemise edendamise seadusele (uuendatud
ringlussevotuseadus).

» Tarvikud tuleb kaidelda toostusjaatmetena.

» Seadme Printlink5-IN pakkematerjalid

» Seadmesse Printlink5-IN sisseehitatud liitiumaku

Laske need kindlasti kaidelda toostusjaatmete litsenseeritud kaitlemisettevottel kohaliku omavalitsuse
asjakohaste eeskirjade ja maaruste kohaselt.
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Chapter 2

Starting and Exiting Printlink5-IN
and Imager Power OFF Mode
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2.1

Starting and Exiting Printlink5-IN

This section describes how to start and exit Printlink5-IN.

2141

-~

I:g:l ® If Printlink5-IN is used and energized continuously for 24 hours, it

® When using this device without a monitor, perform shutdown and

~

will cause unstable operation of the system. Therefore, to maintain
safe operation, exit Printlink5-IN when work is finished. If the sys-
tem is energized continuously for 24 hours out of necessity, exit/
start Printlink5-IN once a week. If the device is energized continu-
ously through 24 hours over a 14-day period, it will automatically
reboot (restart) (when using the device without a monitor, always
set automatic reboot to ON when installing the device). If the speci-
fied reboot setting time is reached during communication with the
modality, ABORT is transmitted and the communication exits. Data
cannot be received from the modality during reboot (approximately
two minutes). However, items that have already been received and
are displayed in the queue window of the Printlink5-IN window are

preserved even if reboot is performed.

startup of the Printlink5-IN using the power switch on the computer.
If you do not notice that there is no monitor and the power is OFF,
pressing and holding the switch longer will perform a forced shut-
down. Therefore, take care not to press and hold the switch for

more than 3 seconds.

J

How to Start

To start Printlink5-IN, perform the following steps:

1

Turn on the power switch of Printlink5-IN.

Power switch

ﬁ ‘ : : i i 3
TS ST
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Starting and Exiting Printlink5-IN

The Printlink5-IN main window is displayed after Windows starts up.

%} Printlink5

Operation  Configuration

1-793 1 Ready 0 14x17 B 100 14x14 C 100 1llx1l4 M 100

2-793_2 Ready 0 l4zld CLEAR 100 ldxl? ELUE 100 -

332 Error EFO00 o - - - Tuager not ready
1-UIEWER Ready o - - -

2-ZERVER Ready 0 - - -

Input Date Input Source | Output Desting Mumbe Patient 10 Patient Marme
“faiting for confimation 1A16/2007 4:23:03PM  C52 1 0000000001 KOMIKAMINORUTA TARDU
“wiaiting for confimation 1AB/2007 42812 PM C52 1 00000000 KOMIKAMINORUTA TAROD
“waiting for confimation 162007 42821 PM C52 2 0000000002 KOMIKAMINDRUTA JIROU
“faiting for confimation 1/16/2007 4:28:23PM  C52 1 0000000002 KOMIKAMINDRUTA JIROU
“wiaiting for confimation 1AB/2007 42833 P C52 § 0000000003 KOMIKAMINORUTA HANAKD
“waiting for Correction 3002 1/18/2007 4.35:01 PM | C52 1 0000007777 KOMI7777
“faiting for Correction B3002 1/16/2007 43503 PM | C52 10000007777 ROMI7777
“w/aiting for Correction B3002 1/18/2007 43508 PM | C52 3 000000777 KOMI777?
or Dutput 1/ 1 it I Kb A
“faiting for Dutput 1A16/2007 4:28:41 PM C52 a3z 1 0000000004 KOMIKAMINORUTA SHIROL
“wiaiting for Correction B3002 1/16/2007 43512 PM | C52 3 000000777 KOMI?P???
“wfaiting for Dutput 1A16/2007 4:2303FM C52 532 3 00000000071 KOMIKAMINDRUTA TAROU
Filker
| Status Input Day |Input Sowrce | Dutput Destinatic Humbe | Patient 10 | Patiznt Name [ Clear |

Apply

The Printlink5-IN icon appears in the Windows task tray (in the lower right of the

[
|ﬂ g:27

The icon changes according to communication condition as follows:

screen by default).

Icon Meaning

Communication condition is normal.

There is a queue in the warning status.

There is a queue in the error status.

A
w

* If the Printlink5-IN main window is not displayed during the start-up pro-

00 0000000000000 00000000000000000000000000000000000 o

cess, click the Printlink5-IN icon in the task tray. The main window ap-
pears.

+ When closed by clicking the 4 (Close) or [l (Minimize) button the main
window is displayed by clicking the Printlink5-IN icon in the task tray.

+ When Power OFF mode is set, the target imager also starts up.

Q "2.2 Imager Power OFF Mode" (Page 17)

000000 000000000000000000000000000000000000000000000000000 o

15



Starting and Exiting Printlink5-IN

21.2 How to Exit

To exit Printlink5-IN, perform the following steps:

1 Choose [Terminate] from the [Operation] menu in the Printlink5-IN main
window.

2 Printlink5

()l Configuration

Qutput Histary. ..

Error reset
Queue  Message

Stop ko output

Terminate

The confirmation message appears.

2 Click the [OK] button.

\‘\.’/I PrintlinkS will be exit and shutdown, Are you sure to shukdown?

Cancel

Printlink5-IN exits, and then Windows shuts down. The PC will be powered OFF.

p

A 00 0000000000000 000000000 OCNOCNOGNOSNOSNONONONOSNOSNOSNOSNONONOSNOSNOSNOSNONONOSNOSNEOSNEOSNOSNPOSO O
25
* The queue displayed in [Communication Condition] when shutting down
will be held until the next time the machine is restarted.
* When Power OFF mode is set, the target imager is also powered off.

Q "2.2 Imager Power OFF Mode" (Page 17)

~ 7\
Eg:l ® Even if the Power OFF Mode is set to "ON", the power OFF function

will not operate immediately after Windows has been shut down
without selecting [Exit] from the [Operation] menu in the Printlink5-

IN main window. In this case, the imager will be powered off in about

10 minutes after Printlink5-IN has been turned off.
_ J
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2.2 Imager Power OFF Mode

The imager connected to this machine can be powered on/off in synchronization with the starting/
exiting of Printlink5-IN. This function is called Power OFF mode.

The following model of the imager supports Power OFF mode.

» Laser Imager DRYPRO MODEL 832

» Laser Imager DRYPRO MODEL 873

To power off in synchronization with DRYPRO MODEL 832/873, start Utility Tool, which performs
maintenance of DRYPRO MODEL 832/873, from the Printlink5-IN main window and set Power OFF
mode to "ON". Perform the following steps.

For more information on Utility Tool of DRYPRO MODEL 832/873, see Chapter 3 "Operation from
'Utility Tool' for Maintenance of DRYPRO MODEL 832/873".

s 7\
Eg:l e Even if the Power OFF Mode is set to "ON", the power OFF function

will not operate immediately after Windows has been shut down
without selecting [Exit] from the [Operation] menu in the Printlink5-

IN main window. In this case, the imager will be powered off in about

10 minutes after Printlink5-IN has been turned off.
N\ J

1 Double click the line displaying the DRYPRO 832 or 873 settings for the
imager under [Output destination information] in the Printlink5-IN main
window.

*: Printlink5

Operation  Configuration

Output destination information
Hane Status Queue  Trayl TrayZ Tray® Message
1-793 1 Ready 0 14x17 B 100 14x14 C 100 1lx14 M 100
l 232 Error  BFOO0 o - Tuager not ready
z-5ERVER Ready o - -

Communication Condition

Statuz Input Date: Input Source | Output Destina Numbe Patient 10 Patient Marme

"W aiting for confirmation 1/16/2007 4:28:09 P C52 1 0000000001 KOMIEAMINORUTA TAROU
"W aiting for confimation 1/16/2007 4:2812PM CS2 1 0000000001 EOHIEAMINORUTA TAROU
"Wwaiting for confimation 1/16/2007 4:28:21 PM C52 2 0000000002 KOMIKAMINORUTA JIROU
"W aiting for confirmation 1/16/2007 4:28:23 P C52 1 0000000002 KOMIEAMINORUTA JIROU
"W aiting for confimation 1/16/2007 4:28:38 PM CS2 5 0000000003 EOMIEAMINORUTA HANAKD

g For O utput 162010 g3z | 5[0000000003 | KOMIKAMINORUTA HANAKD
W aiting for Dutput 1/16/2007 4:28:41 P C52 832 1 0000000004 KOMIEAMINORUTA SHIROU
"W/ aiting for Output 1/16/2007 4:23:03 PM  C52 832 3 0000000001 KOMIEAMINORUTA TAROL
Filter
Status Input Day Input Source: Output Destinatic| Mumbe | Patient [D Patient M ame Clear
Apply

Utility Tool of DRYPRO MODEL 832/873 is started and the [Maintenance Menu]

window (the next page) is displayed.




Imager Power OFF Mode

2 Click the [SYSTEM SETUP] button.

STATUS READY
(M, STaTUs READY Caibration e
[ . DAYPROINFD. | DRYPRO 673 (0.14.8171)
TRAY INFO! 8108 (30) 144178 (112) TRAY INFD. TKITE 21
— DRYFRO MODEL 832 (10.148134) TIR14E 152) Calbration
—— 11x14M ) Calbration,
FRINT INFD
PRINT INFD.
PRINT QUELIE / DELETE | TEST PRINT | 0CPATTERN TN | | TESTPRINT ) [ QEPATTERN
FILM INFO
FILM INFO
[ FILM DATA ] [ FILM SETUP
FILM DATA \ FILM SETUP |
IMAER, INFD.
IMAGER INFO
m[ TIME LA7OUT ] [ somtemsetue |
TIME LAYOUT | SYSTEMRESET |

The [SYSTEM SETUP] window appears.

3 Set [REMOTE POWER CONTROL] to "PW CONTROL FROM PC (WITH
HEAT CONTROL)" or "PW CONTROL FROM PC (WITHOUT HEAT CON-
TROL)" and click the [SAVE] button.

DRYPRO MODEL 832 DRYPRO MODEL 873

IMAGER NAME IMAGER NAME

NAME |pRvPROB32 NAME [oRvPRO 673 |

IF ADDRESS [0 [ [ e[ 12 pom IF ADDRESS C ool e g ] e
SUBNET MASK [ 2 [ 25 [ 20 [ 0 o) SUBNET MASK. [z [ ] [ 2] [ 0] pass
DEFAULTGaTEwaY | 0] o[ o[ 0 jpm DEFALILT GATEWAY [ O I N -
MAC ADDRESS D050 A4 805020 MAC ADDRESS 00.50.44:8FEF 31

FEMDTE FOWER [ Prul CONTRUL FROM PC (wTH HEAT CONTACES FEMETE POWER P/ CONTHOL FROM PC [wITH HEAT CONTROJGS
SLEEFMODETIMER DN & OFF SLEEPMODETIMER ) ON @ oFF

[0 M po7n) [0 um oy
BUZZER * ON " DFF BUZZER ® o O OFF
- ==

+ Setting to "PW CONTROL FROM PC (WITH HEAT CONTROL)" reduces the
warm-up period during the start-up process, because the temperature inside the

main unit is maintained after the power is turned off.

+ Setting to "PW CONTROL FROM PC (WITHOUT HEAT CONTROL)" does not

control the temperature inside the main unit after the power is turned off.

The settings will be saved and the window will be closed.
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Imager Power OFF Mode

4 Click the [BACK] button in the [Maintenance Menu] window.

DRYPRO MODEL 832

Drypro832 Utility Tool (EN)

{FE"—'.\ STATUS

READY

[

TR INFO 108 (30] 14178 (112)

——— R DRYPRO MODEL 832 (1012.8134)

PRINT INFO

PRINT DUEUE /DELETE | TEST PAINT | L PATTERN
FILM INFO
FILM DATA | FILM SETUP ‘
IMAGER INFO.
SYSTEM SETUR | TIME LeyOuT | SYSTEM RESET |

DRYPRO MODEL 873

Drypro873 Utility Tool (EN)

STATLS FEADY
Caltralion need
DAYFROINFD. | DRYPROD 673 10.14.8171)
TRAY INFO XITE 1)
1148 12 Caliration
M ) Calbration
FRINT INFO
[_PRINT oUEDE /DELETE | [ TEST PRINT ] [ OCPATTERN
FILM INFD,
[ FILM DATA ] [ FILM SETUP
IMAGER INFD.
[ svstemserur | [ TIME LAPOUT ] [ sortemsetur |

Utility Tool of DRYPRO MODEL 832/873 will exit and the [Maintenance Menu] win-

dow will be closed.
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Chapter 3

Operation from “Utility Tool” for
Maintenance of DRYPRO MODEL
832/873
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3.1 Starting and Exiting Utility Tool

Printlink5-IN is equipped with an application called Utility Tool, which performs maintenance of

DRYPRO MODEL 832/873.
This section provides an explanation about how to start and exit DRYPRO MODEL 832/873 Utility

Tool.

311 How to Start Utility Tool

To start Utility Tool from Printlink5-IN, perform the following steps:

1 Double-click the line displaying the DRYPRO MODEL 832 or 873 in [Out-
put Destination information] in the Printlink5-IN main window.

! Printlinks
Operationf0)  Configuration(S?

ELUE 115 |-

Communication Condition Mumber of display os/0

InputDate Input Source | Output Destination | Number of sheet | Patient 1D Patient Hame

Filter
Statuz Input Day Input Source DutputDestinatic|Numbe|F'atientID Fatient Mame [ Clear ]

Apply

The [Maintenance Menu] window of Utility Tool is displayed.
Q "3.2 Maintenance Menu Window" (Page 24)

22



Starting and Exiting Utility Tool

3.1.2 How to Exit Utility Tool

To exit Utility Tool, perform the following steps.

1 Click the [BACK] button in the [Maintenance Menu] window of Utility Tool.

DRYPRO MODEL 832

Drypro832 Utility Tool {EN}

STATUS

TRAY INFO.

DRYPRO
INFO.

READY

14417 8 8
DPg32 (92168201610

PRINT INFO.
PRINT QUELE / DELETE | TEST PRINT | QG PATTERN
FILM INFO.
FILM DATA | FILM SETUP |
IMAGER INFO.
SYSTEM SETUP | TIME LAYOUT | SYSTEM RESET

DRYPRO MODEL 873

Drypro873 Utility Tool (EN)

STATUS READY
Calibration need.
DRYPROINFO. | DRYPRO 873 (10.14.8.171)
TREY INFO. 144178 (21)
T1%14B (32) Calibration.
11X14 M 73) Calibration.
PRINT INFO.
PRINT QUELE / DELETE | | TEST PRINT ] GCFPATTERN
FILM INFOD.
FILM DATA | FILM SETUP
IMAGER INFO.
[ svstemsetur | | TIME L&YOUT | [ SORTERSETUP

23




3.2 Maintenance Menu Window

This section describes the [Maintenance Menu] window of DRYPRO MODEL 832/873 Utility Tool.
DRYPRO MODEL 832

Drypro832 Utility Tool (EN}

STATUS READY
I e ¢ ®
[ ]
D ——e : TRAYINFO.  [1007B (118 ® ®
DRYPRO DPE32 (192188:20161)
— . ®
PRINT INFO. 1
® @  PRINT QUEUE / DELETE | TEST PRINT QG PATTERN ~~ @——— (7)
FILM INFO
Py FILM DATA | FILM SETUP ® @
IMAGER INFO 1
0 SYSTEMSETUP | TIME LAYOLT SYSTEM RESET @ (12
DRYPRO MODEL 873
DryproB873 Utility Tool (EN)
STATUS READY
Calibration need. @ @
DRYPAOINFO. | DRYPRO 673 (10148171 o @
TRA&Y INFO. 14417 B 21] ° ®
11%14 B (32) Calibration.
1114 M (731 Calbration. ®
PRINT INFO. 1
(6) ———@ PRINT QUEUE/DELETE | | TEST PRINT | | QcPaTTERN @ ———— (D
FILM INFOL
° FILM DATA ] FILM SETUP ® ®
IMAGER INFO 1
T—O  cysTEMSETUP | | TIME LAYOUT | [ somteRseur  @——— (2
BALCK [ e — @

24



Maintenance Menu Window

Num-

T Item Description Refer to
@ |DRYPRO 832 Icon When an error occurs, clicking this icon shows the 3.3 Solutions Window
[Solutions] window. (Page 26)
® |STATUS Shows the current status of this machine. See "Laser Imager
DRYPRO MODEL
832/873 OPERATION
MANUAL".
® |TRAY INFO. The size and type of film loaded is shown. See "Laser Imager
DRYPRO MODEL
832/873 OPERATION
MANUAL".
@ |DRYPRO INFO. The name and IP address set are displayed. —
PRINT INFO. 3.4 Print Information
(Page 28)
® [PRINT QUEUE/ Clicking this button shows the [PRINT QUEUE/ 3.4.1 Print Queue/Delete
DELETE] button DELETE] window. (Page 28)
® [TEST PRINT] Clicking this button shows the [TEST PRINT] view. |3.4.2 Test Print
button You can print the QC patterns to control density. (Page 30)
@ [QC PATTERN] Clicking this button shows the [QC PATTERN] view. | 3.4.3 QC Pattern
button You can check the reference value and results of QC | (Page 32)
patterns.
FILM INFO. 3.5 Film and Tray
Information (Page 35)
[FILM DATA] button | Clicking this button shows the [FILM DATA] window. |3.5.1 Film Data
(Page 35)
® [FILM SETUP] Clicking this button shows the [FILM SETUP] window. | 3.5.2 Film Setup
button Specify the film size, type and the number of sheets. | (Page 37)
IMAGER INFO. 3.6 Information
(Page 40)
\[) [SYSTEM SETUP] | Clicking this button shows the [SYSTEM SETUP] 3.6.1 System Setup
button window. You can make network and sleep settings. | (Page 40)
@ [TIME LAYOUT] Clicking this button shows the [TIME LAYOUT] 3.6.2 Time Layout
button view. You can set the date and time display format. | (Page 43)
®@ [SYSTEM RESET] |Deletes all jobs. 3.6.3 System Reset
button (Page 45)
@ |[BACK] button Exits Utility Tool. 3.1.2 How to Exit Utility
Tool (Page 23)
@ |[SORTER SETUP] Clicking this button shows the [SORTER SETUP] | 3.6.4 Sorter Setup

window. Specify various settings of sorter (optional).

(Page 46)
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3.3 Solutions Window

For DRYPRO 832, when film runs out, filter needs to be changed, or a film jam occurs, click the
icon on the top left of the [Maintenance Menu] window to display the window showing solutions

appropriate to the situation.

Display of the [Maintenance Menu] Window

| Appropriate Solutions Window

When film runs out

Drypro832 Utility Tool (EN)

Film Loadine

Film Loading
STHTUS READY
i .L' A
\ . TRAYINFO.  [1417 B Film Set
DRYPRO DPEZ2 (19218820161}
— |00
PRINT INFO,
PRINT QUEUE / DELETE | TEST PRINT G PATTERN
FILM INFO,
FILM DATA ‘ FILM SETUP Press the [Open/Close] button to start Film Loading aperation.
1. Draw the tray ta the very end and then remave the existine film tray.
TIREER 70 2.Set 2 new film package so that the arrows: on the film package come ta the arrom
Side on the tray.
sweTEmsETUR | TIME LAYOUT SYSTEM RESET

3. Remave the tape from the film package.
4. Cut the edee of film packags on the far side with a cutter attached

5. Clos= the tray 0 that the near end of film package comes out from the tray.

6. Pull out the film package from the tray to finish,

Q See "Laser Imager DRYPRO MODEL 832 OPERATION MANUAL".

When filter change is required

Drypro832 Utility Tool (EN)

Filter Exchangs
STHTLS READY
T A Fifter exchanee.
\ . TRAYINFO. 1417 B 015!
DRYPRO OPBIz (9216R20161)
= HFO
1
PRINT INFO.
PRINT QUELEE / DELETE | TEST PRINT G PATTERN
FILM TNFD
FILM DATA ‘ FILM SETUP
Open the front cover to exchange the filter.
IMAGER INFO 1. Hold the Pandie of the filter case to move s little Lpward
SVETEMSETLP | TIME LAYOUT SYSTEM RESET 2 Pull cut the filter case
3. Press the lever on the top of the fiter case 10 release the lock and then remave
e existing filter
EEEH 4. Prepare a new filter.
5. St the riew filter 1o the fiter case and then check that the fiker is locked

Filter Exchange

6. St the filer case to the machine.

7. Cloge the frant cover to finish,

Q See "Laser Imager DRYPRO MODEL 832 OPERATION MANUAL".
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Solutions Window

Display of the [Maintenance Menu] Window | Appropriate Solutions Window

When a film jam occurs in the heat process unit

Film Jam

Drypro832 Utility Tool (EN)

ERROR

[E4611IFilm jam occurred
1607 E M

DPE32 (19218820161

PRINT INFO.
FRINT QUELE / DELETE ‘ TEST PRINT ‘ QC PATTERN
FILM INFO
FILM DATA | FILM SETUP | Open the front cover 10 remove a jammed filn

1, Ratate the handle at the lower Ieft of the machine n clockise directian until the
film leading edge comes out,

IMAGER INFO.
2. Remove the jammed film and then close the front caver to finish

SYETEM SETUP ‘ TIME LAYOUT ‘ SYSTEM RESET

Q See "Laser Imager DRYPRO MODEL 832 OPERATION MANUAL".

When a film jam occurs between the supply tray and the position regulation unit

Film Jam

Drypro832 Utility. Tool (EN)

STATUS ERROR

[E4412]Film jam ocourred.
TRAY INFO. 14KITE (18

DRYPRO DP832 {19216320161)
INFO.
PRINT INFO.
PRINT QUEUE / DELETE | TEST PRINT \ Q3 PATTERN
FILM INFO.
FILM DATA \ FILM SETUP ‘ Open the front cover to remove & jammed film
1. Mave the lever at the middle right upward to open the right cover.
IMAGER INFO.
2 Remaove the jammed film and then close the right and frant cover to finish
SYSTEM SETUP | TIME LAYOUT | SYSTEM RESET |

Q See "Laser Imager DRYPRO MODEL 832 OPERATION MANUAL".
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34 Print Information

You can display the job list or delete a job from the Utility Tool. As well as you can print a test print to
control density.

3.4.1 Print Queue/Delete

You can check the status and information of print job in DRYPRO MODEL 832/873 or delete print
job.

1 Click the [PRINT QUEUE/DELETE] button in the [Maintenance Menu] win-
dow.

DRYPRO MODEL 832 DRYPRO MODEL 873

STATUS READY
(M, cT#ils READY Calbraton need
| . DRYPAD INFO. | DRYPAD 873 (10146171]
TR INFOL 4108 (30 URITE [112) TRAY INFO. 144178 e
—— | baveo DRYPRO MODEL 832 [10.148134] 1148 52) Calbuation
e IR b 73l Calbualion.
FRINT IMFT
PRINT INFD)
[ PrINT QueuE ¢ pELETE ]| [ TEST PRINT ] | OCPATTERN
PRINT QUEUE  DELETE TEST PRINT | CPATTERN
FILM INFO.
FILM INFO
( FILM DATA ] FILM SETUP
FILM DATA \ FILM SETUP \
IMAGER INFLL
IMEGER INFO
sysTEMSETUR | | TIME LAYDUT ] [ sorteRsEre |
SSTEMSETUP | TIME LaYDUT ‘ SvSTEM RESET |
BACK
BALK

The [PRINT QUEUE/DELETE] window appears.
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Print Information

DRYPRO MODEL 832

@® ® ® O ® ®
2 l—l—l—l—l—

HO RECEIVE TIME PAGE SIZE/TVPE copy FORMAT

2006-G8p-28  DZ:40 PM 14X17 B

2006-Sep-28 0242 P 14X17 B

[ BELETE ™) ALL DELETE BAGK

DRYPRO MODEL 873 ®

PRINT QUEUE / DELETE l_
RECEIVE TIME SIZE/TYPE OUTPUT BIN FORMAT

2008/06/22 06:16 a 14417 B i STANDARD'2,2
2008/06/22 0616 14x17 B 3 STANDARD\Z, 4
2008/06/22_06:16 14417 B i STANDARDYA,5

pELETE
NI;'e"r" Item Description

® |NO The item number of print job is shown.

RECEIVE TIME | Shows the date and time at which an image was received.
® |PAGE Output film serial number assigned by diagnostic system is displayed.
@ |SIZE/TYPE The size and type of film to be output is shown.
® |COPY Printed/number of copies is shown.
® |FORMAT The number of frames is shown.
@ |[DELETE] button | Clicking this button deletes the selected job.
[ALL DELETE] | Clicking this button deletes all jobs displayed.

button
©® |[BACK] button Clicking this button returns you to the [Maintenance Menu] window.
® |OUTPUT BIN The sorter bin of the output destination is shown.

2 Click the [BACK] button.

The display is restored to the [Maintenance Menu] window.
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Print Information

3.4.2 Test Print

When test print is performed, the QC pattern for evaluating the image quality is printed and the
density of the QC pattern is measured with the built-in densitometer at the same time and the density
is automatically checked. You can check the image quality for problems by visually checking the
printed QC patterns. Perform test print by supply tray (if Lispl-832 is installed).

This section describes how to print QC patterns from Utility Tool. For the overall test print function
and the method for judging the results after printing QC patterns, see "Laser Imager DRYPRO
MODEL 832/873 OPERATION MANUAL".

* You can also print QC patterns from the operation panel of the main unit.
Q See "Laser Imager DRYPRO MODEL 832/873 OPERATION
MANUAL".

To print QC patterns, perform the following steps.

1 Click the [Test Print] button in the [Maintenance Menu] window.

STATUS READY
STATUS READY Calibration need,
B 2 DRYPRO INFO. DRYPROS73 (1014.8171)
= TRAY INFO. T4X17 B (18} TRAY INFO. 14<17B 21)
DRYPRO
= EE DPB32 (19216820161} 11x14B (92) Calibration.
11214 M 73] Calibration.

PRINT INFO.

PRINT INFO.
FRINT QUEUE /DELETE | | [ TEST PRINT 1| [ OCPATTERN
PRINT QUEUE / DELETE | 0 PATTERN

FILK INFO.

FILM INFO.
FILM DATA ] FILM SETUF. |
FILM DATA ‘ FILM SETUP ‘

IMAGER INFO.

IMAGER INFO.
sysTEMSETUP | [ TIME LAYOUT | [ sommeRserve |
SYSTEM SETUP ‘ TIME LAYOUT ‘ SYSTEM RESET |
Com )

The [TEST PRINT] view appears.
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Print Information

2 Select the tray you want to use from [TRAY SELECT] and click the [PRINT]

button.

TRAY SELECT

11417 B 116 hd

BAGK

4

A 000000000000 00000000000000000000000000000000000000 ©

w
» Clicking the [BACK] button returns you to the [Maintenance Menu] win-

dow without outputting QC patterns.

The QC patterns as shown below are outputted and the display is returned to the

[Maintenance Menu] window.
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Print Information

3.4.3 QC Pattern

The value of the QC pattern read with the densitometer built into DRYPRO MODEL 832/873 is
shown. If the value read is within the limit of the preset reference value (OK), the reading is shown in
blue, if it is outside the limit of reference value (NG), it is shown in red.

For the overall test print function and the method for judging the results after printing QC patterns,
see "Laser Imager DRYPRO MODEL 832/873 OPERATION MANUAL".

Eg:l o If the result of QC patterns is “NG”, perform calibration.

Q See “Laser Imager DRYPRO MODEL 832/873 OPERATION
MANUAL

2

* You can also check the results of QC patterns on the operation panel of

the main unit.

Q See "Laser Imager DRYPRO MODEL 832/873 OPERATION
MANUAL".

1 Click the [QC Pattern] button in the [Maintenance Menu] window.

DRYPRO MODEL 832

DryproB32 Utility Tool {EN)

STATUS

PRINT INFO.

PRINT QUELE / DELETE ‘

READY

TEST PRINT

FILM INFO.

FILM DATA |

FILM SETUP

==

IMAGER INFO.

SYSTEM SETUP |

TIME LAYOUT

SYSTEM RESET

DRYPRO MODEL 873

STATUS

FRINT INFO.

READY

;ﬂ-—-—\ Caiibration need
- - DRYPROINFO. | DRYPROB73 (1014.8171)
: TRAY INFO. 14X17 B (118) TR D v 2
DRYPRO DPE32 (192168201611
— — INFO. 1I%148 (a2 Calibration.
11X14M 73 Calbration.

Drypro873 Utility Tool (EN)

PRINT QUEUE / DELETE | [

TEST PRINT

J( OCPATTERN ]

FILM INFO

FILM DATA |

FILM SETUP

IMAGER INFO.

svsTEMSETUP | |

TIME Ly OUT

] [__somTeRseTup |

The [QC PATTERN] view is displayed.
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Print Information

QG PATTERN

TRavsElEeT  ERNMEEN~] @ O)
BASE/RANGESTEPI-STEP4) %0010
DATE STEPL | STEP2 | STEP3 | STEP4
2006/NOWf13  18:42 020 121 221 299 @
005 020 020 020
FESET | (@i @
DATE STEPL | STEP2 | STEP3 | STEP4
2006/NOWf13  18:42 020 122 221 300
2006/NOW/13 020 122 222 298
2006/N0V/13 020 120 221 208 @

_covmeomr | O ®
BACK .——@

Num- T
ber Item Description

® |TRAY SELECT |Select the target supply tray.
@ |BASE/RANGE The date and time at which the reference value was set, reference value, and error

range are displayed.

® |[RESET] Clicking this button resets a reference value.
button
@ |QC PATTERN A maximum of 60 QC patterns from new ones are displayed. If the value of the
results is "OK", it is shown in blue, if it is "NG", it is shown in red.

® |[[CSV FILE Clicking this button outputs the QC pattern results to a CSV format file.
OUTPUT] button
® |[BACK] button Clicking this button returns you to the [Maintenance Menu] window.

Eg:l ® The showing density values are rounded to the showing digit.

Therefore, same values may mean different results.

2 Click the [BACK] button.

The display is returned to the [Maintenance Menu] window.
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Print Information

Resetting Reference Value

In the following cases, a reference value for density check needs to be reset.

o When the film type has been changed

o When QC patterns have not been printed in the last three months or more

« When a week or more has elapsed without printing QC patterns three times at the time of
setting a reference value

To reset the reference value, perform the following steps.

4 Click the [RESET] button in the [QC PATTERN] view.

The confirmation message is displayed.

2 Click the [YES] button.

Are you sure to reset 7

The reference value is reset.

Eg:l ® If the reference value was reset, print QC patterns three times and
reset the reference value.

Q See “Laser Imager DRYPRO MODEL 832/873 OPERATION
MANUAL’

CSV File Output
The QC pattern can be output as a CSV format file.

1 Click the [CSV FILE OUTPUT] button in the [QC PATTERN] view.
The [Save As] window is displayed.

2 Specify the location and name where the file is saved, and then click the
[Save] button.

Savein | () KI-3_0304 9 02 E
N 2] FSumD 0600041106 0
My Recent
Diacuments
=
[
Desktop
My Documents
My Computer
<) File name, [ [FoC fEsndTiadcey v|] Save
-
MyMNetwok  Saveastype:  |cav files fhosv) v| | Cancel |

The CSV file will be saved.
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3.5 Film and Tray Information

You can check the number of sheets of film output to DRYPRO MODEL 832/873 and film information
set for the tray.

3.5.1 Film Data

You can count and check the number of sheets of film on a daily, weekly or monthly basis. In
addition, the counted data can be output as a CSV file.

1 Click the [FILM DATA] button in the [Maintenance Menu] window.

DRYPRO MODEL 832 DRYPRO MODEL 873

STATUS READY
STATUS FEADY Callnation nezd
(M A DRYFRONFD.  DRYPAQ 873 (10148171]
[ ‘ TRAVINFO. 144178 Q18 TRAY INFO) 14178 21
BRyFRO DPE32 092166201611 11x14B 82) Calbuation.
- 11518 73] Calbration
FRINT INFLL
PRINT INFO.
[ PRINT QUEUE / DELETE ] | TEST PRINT ] | OCPATTERN
PRINT QUEUE / DELETE | TEST PRINT ‘ oG PATTERN
FIL R IMFN
FILM INFO,
( FILM DATA NI FILM SETUP
FILM DATA FILM SETUP ‘
IMAGER INFLL
IMAGER INFO
[_ovstemserwe ] | TIME L&YOUT ] [ sorteRsEre |
SYSTEMSETUP | TIME LAYOUT ‘ SVSTEM RESET
BACK

The [FILM DATA] window (the next page) is displayed.
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Film and Tray Information

DRYPRO MODEL 832 DRYPRO MODEL 873
SELECT GOUNT TYPE SELECT INPUT CH SELECT COUNT TYPE
O —o mm— ®——o
-
14x17 B
2006/MOWf13 0 14178 1148 T4 M |
2006/NOWf12 [uf 2008/06/28 1] 1] o u
2006/MNOWf 11 0 2008/06/28 1] 1] 1]
ECoD ez ; ; ;
2006/NOV/AS o 200525 0 0 0
@ 2006/MNOW/0S8 0 2008/05/24 1] 1) o
2006/NOWf07 [uf 2008/06/23 1] 1] 1]
2006/NOV /06 [uf 2008/06/22 1] 1] 1]
2006/NOV/05 i} 2008/05/21 1] 1] 1]
oshoufna | o Sras 0 0 0
2006/MNOW/03 0 2008/05/18 1] 1) 1)
2006/NOW/02 o 2008/06/17 1] 1] o
2006/NOWf01 o ZEEBIE?;\E E E E @
@ ) GSV FILE OUTPUT BAGK .——@
Num- Tt
Item Description
ber
@ |SELECT COUNT | Select the counting unit.
TYPE * “Daily”: 365 days’ data counted daily is displayed.
* “Weekly”: 52 weeks’ data counted weekly is displayed.
* “Monthly”: 12 months’ data counted monthly is displayed.
@ | NUMBER OF The number of sheets of film in each supply tray is displayed in counting unit

SHEETS OF FILM specified in [SELECT COUNT TYPE]. However, prints of the calibration sheet and
COUNTING RESULT | QC patterns are not included.

® |[[CSV FILE Clicking this button outputs data as a CSV format file.
OUTPUT] button

@ |[BACK] button Clicking this button returns you to the [Maintenance Menu] window.

® |SELECT INPUT |From the pull-down menu, select the input device to display.
DEVICE

4

A 000000000000 00000000000000000000000000000000000000 ©

w

* The time of counting daily is fixed at 23:59:59.
+ Weekly count is set to the total from Sunday to Saturday while the month-

ly count date is set to the final day of the month.

2 Click the [BACK] button.

The display is returned to the [Maintenance Menu] window.
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Film and Tray Information

CSV File Output

Data can be output as a CSV format file.

1

Click the [CSV FILE OUTPUT] button in the [FILM DATA] window.
The [Save As] window is displayed.

2

Specify the location and name where the file is saved, and then click the
[Save] button.

Save As i3]

Sevein | 5 K090 v O E

[£] FSumD 0609041108 cov

My Recent
Documents

G

Desktop

~

X

My Documents

@

My Computer
Fie r\ame[ [FaC neoona1 147 oo ~| ]l Save J
MyMNetwork | Saveastype: ooy files theov) ~| | Cancel |

The CSV file will be saved.

3.5.2 Film Setup

Set the film size and type for the tray of DRYPRO MODEL 832/873.

1

DRYPRO MODEL 832

Click the [FILM SETUP] button in the [Maintenance Menu] window.

DRYPRO MODEL 873

STATUS READY
Pl STATUS READY Calbraion need
=1 DRYPAOINFO.  DRYPRO 873 (1014.8171]
TRAYINFO.  [14017 B 118 S— e 0
DRYPRO DPBEZ (15216820161
m— 11%14B 32) Calibration
11X14M 7 Calibration,
PRINT INFO FRINT INFD.
PRINT QUELE / DELETE | TEST PRINT | GG PATTERN PRINT QUEUE ¢ DELETE | - [ LESTEEINT] J CERATIEEY
LM NED FILM INFO.
FILM DATA ‘ FILM SETUP FILM DATA [ FILM SETUP ]
MAGER INFO IMARER INFD.
EFSTERTEET ‘ AT ‘ A [ svstemserue ] [ TIME LAYOUT ] [ sorteRserue |

The [FILM SETUP] window (the next page) is displayed.
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Film and Tray Information

2 Make necessary settings.

DRYPRO MODEL 832

FILM SETUP

TRAY1 TREV 2

@ —) TRAV USE o o TRAY USE o o

@ —l) FILMSZE EEEA - FILM SIZE o =]

@ ) F1LM TYPE e =] FILM TYPE e =l

@ —l) COUNT [ 115 gm GOUNT [ 120 g

@ @ SHEETS OF FACKAGE  |NORMAL PACKAGE | SHEETS OF PACKAGE  [NORMAL PAGKAGE =

@ ® pack | @ @

DRYPRO MODEL 873

® —) TRAYUSE
L}

@ —) FiLM 5IZE
L}

@ =@ FiLTrE
L}

@ _-. COUNT

@ . SHEETS OF PACKAGE

TRAY 1 TReY 2 TRAY 3
@ ON O OFF @ oN O OFF ® on O oFF
14417 v 1114 v 11014 v

T T — R —

® ] o @
N Item Description
® |TRAY USE If an optional Lispl-832 (DRYPRO MODEL 832) or Lispl-873 (DRYPRO MODEL 873)
is installed, specify whether or not the supply tray is used.
You cannot change when jobs are displayed in the [PRINT QUEUE/DELETE] window.
"ON": Supply tray is used.
"OFF": Supply tray is not used.
@ |FILM SIZE Select from below: You cannot change when jobs are displayed in the [PRINT
QUEUE/DELETE] window.
(14x17), (14x14), (11x14), (10x12), (8x10)
® |FILM TYPE Select from below: You cannot change when jobs are displayed in the [PRINT
QUEUE/DELETE] window.
DRYPRO MODEL 832: “B” (BLUE), “C” (CLEAR), “HB” (HIGH BLUE)
DRYPRO MODEL 873: “B” (BLUE), “C” (CLEAR), “M” (MAMMOGRAPHY)
@ |COUNT The current number of sheets of film is shown.
® |SHEETS OF Select from below:
PACKAGE "NORMAL PACKAGE", "SMALL PACK"
® |[SAVE] button Clicking this button saves the settings and returns you to the [Maintenance Menu] window.
® |[BACK] button Clicking this button returns you to the [Maintenance Menu] window without saving the settings.
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Film and Tray Information

( M
Eg:l ® If you make settings different from the film size and type of film loaded

in the tray, an output of correct image may not be produced. Do not
make settings different from information of film loaded in the tray.

® If you make settings different from the package you are currently
using, it may cause a pickup error or film fog. Do not change the
settings without due reason.

o If the film type has been changed, reset the reference value of QC

patterns and newly set the reference value.

See “Laser Imager DRYPRO MODEL 832/873 OPERATION

MANUAL".
N J

Q For the [PRINT QUEUE/DELETE] window, see "3.4.1 Print Queue/Delete" (Page 28).

3 Click the [SAVE] button.
Clicking this button saves the settings and returns you to the [Maintenance Menu]

window.
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3.6 Information

You can make system settings of DRYPRO MODEL 832/873 main unit, date and time layout settings,
and delete all jobs using system reset.

3.6.1 System Setup

Change settings on the name of the DRYPRO MODEL 832/873 main unit and the network, and
make settings on Power Off Mode and sleep function.

1

DRYPRO MODEL 832

Dryprog32 Utility Tool (EN)

Click the [SYSTEM SETUP] button in the [Maintenance Menu] window.

DRYPRO MODEL 873

Drypro873 Utility Tool (EN)
STATUS READY
STATUS READY
Calibration need.
(Pi—
‘ DRYPROINFO, | DAYPAO 873 (10148171)
TRAY INFO. 14X17E (18 S— v o
DRYPRO DPE32 (19216620161
————| nFo. 11%148 152) Caiibration
T1K14 M 73 Caiiorafion.
PRINT INFO. FRINT IHFD
PRINT GUEUE / DELETE | TEST PRINT | QG PATTERN PRINT QUELE (DELETE ] IESTRRIL J QCRATIEEN
FILM INFO, FILM INF
FILM DATA | FILM SETUP | ( FILM DATA J | FILM SETUP
TMAGER TNFO IMAGFR INFI
SR R | SETERIRESET [ svstemsere ]| [ TIME LAYDUT ] [ somtemsere |
BALK

The [SYSTEM SETUP] window (the next page) is displayed.
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2 Make necessary settings.
DRYPRO MODEL 832

SYSTEM SETUP.

IMAGER NAME

MNAME

IPADDRESS

SUBNET MASK

DEFALILT GATEWAY

brerced

[ ] & 1 oo
R T =
[ o] of o o pey

DRYPRO MODEL 873

IMAGER NAME
@ —) NAME

@ ) |FADDRESS
@ =@ SUBHET sk
@ =@ DERALLT GATEWAY

[ [ 8 (7] v
[ [ [ [ van
C8 [0 91 em

SYSTEM SETUP

MALC ADDRESS

REMOTE POMWER

CONTROL

SLEEP MODE TIMER

BUZZER

00:50:44:80:60: 20

O0:50:A8:8FEF: 31

@ =@ 1440 ADDFESS

" ON

MIN  [20720)

~ OFF

@ ON " OFF

@

Fw CONTROL FROM PC (WITH HEAT EDNTF(EIj

v | @e——— (1) @ ——————@ [ =t |

REMOTE POWER
CONTROL

® —

@ )  SLEEP MODE TIMER

|PWEEINTREIL FROM PC [wITH HEAT CONTRO (v

O N

[0

® ON

® OFF
(20720

e —) EUZZER O OFF

o | @———— 0

Num-

ber

Item

Description

NAME

Make and check settings on the name of this machine (within 16 characters) to
be displayed on Printlink5-IN.

IP ADDRESS

DRYPRO MODEL 832: Check settings on IP address for this machine.
DRYPRO MODEL 873: Displayed only. Cannot be set.

SUBNET MASK

DRYPRO MODEL 832: Check settings on subnet mask for this machine.
DRYPRO MODEL 873: Displayed only. Cannot be set.

DEFAULT GATEWAY

DRYPRO MODEL 832: Check settings on default gateway for this machine.
DRYPRO MODEL 873: Displayed only. Cannot be set.

MAC ADDRESS

The MAC address of this machine is displayed.

REMOTE POWER
CONTROL

Make and check settings on Power Off Mode with Printlink5-IN.

“OFF”
DRYPRO MODEL 832: Not use of Power Off Mode
DRYPRO MODEL 873: Not use the Power Off Mode function

“I[PW CONTROL FROM PC (WITH HEAT CONTROL)]"
DRYPRO MODEL 832: Use of Power Off Mode (Since the temperature
inside the main unit is maintained after power is turned off, the warm-up
period during the startup process can be reduced.)
DRYPRO MODEL 873: Use of Power Off Mode function from PC (Since the
temperature inside the main unit is maintained after power is turned off, the
warm-up period during the startup process is about 3 minutes.)

“[PW CONTROL FROM PC (WITHOUT HEAT CONTROL)]”
DRYPRO MODEL 832: Use of Power Off Mode (The temperature inside the
main unit is not controlled after power is turned off.)
DRYPRO MODEL 873: Use of Power Off Mode function from PC (Since the
temperature inside the main unit is not controlled after power is turned off, the
warm-up period during the startup process is about 10 minutes.)

“PW CONTROL FROM MAIN UNIT”
DRYPRO MODEL 873: Use of Power Off Mode function from main unit
(Since the temperature of the main unit is not controlled when it is shut down,
the warm-up period during the startup process is about 10 minutes.)
(Since the temperature inside the main unit is maintained when the waiting
mode is performed from the operation panel of the main unit, the warm-up
period during the startup process is about 3 minutes.)

SLEEP MODE TIMER

Make and check settings on sleep mode.
"ON": Switches to sleep mode after the set period.
"OFF": Not switches to sleep mode.

Make and check settings on the time of switching to sleep mode ( 20 to 720 minutes).

BUZZER

Make and check settings on buzzer sound.
"ON": Sound
"OFF": Silent

41




Information

© |[SAVE] button Clicking this button saves the settings and returns you to the [Maintenance Menu]
window.

® |[BACK] button Clicking this button returns you to the [Maintenance Menu] window without saving
the settings.

3 cClick the [SAVE] button.
Clicking this button saves the settings and returns you to the [Maintenance Menu]

window.
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Information

3.6.2 Time Layout

You can make and check settings on the date and time of the stamp contents to be output onto film.

2

e The time of the DRYPRO MODEL 832/873 main unit can be automati-

cally adjusted to the time of the connected Printlink5-IN.

1 Click the [TIME LAYOUT] button in the [Maintenance Menu] window.
DRYPRO MODEL 832

DRYPRO MODEL 873

Dryprog32 Utility Tool (EN)

Drypro873 Utility Tool (EN)
STATUS READY
STATUS READY Calibration need
(e -\ DRYPROINFO. | DRYPRO 873 (10.148171)
[ - TRAYINFO. 1447 B (118) TRAY INFO. 14X178 21
DRIPRO DPg32 (19216620161) %148 152) Calbration
T 1114 W 173 Bzt

PRINT IHFO

PRINT INFO.

PRINT QUELE /DELETE | | TEST PRINT ] [ OCPATTERN
PRINT GUEUE / DELETE | TEST PRINT | Qs PATTERN

FILM INFO

FILM INFO

FILM DATA ] FILM SETUP |
FILM DATA | FILM SETUP |

IMAGER INFO.

MAGER INFO
[_overemserwe ] |( TIME LAYDUT J{[_ sortemsere ]

svsTEmSETUP | TIME LAYOUT SYSTEM RESET
BACK

The [TIME LAYOUT] view (the next page) is displayed.
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2 Make necessary settings.

DATE LAYOUT

BN Gt (T)

TIME LAYOUT
0226 PM

DATE FORMAT
DATE SEPARATOR  [-(HvPHEN v @ @
TR [z @ (B)
@ —  SAVE BACK | (s @

Num-

BeT Item Description

@® |DATE LAYOUT | The format selected in the [DATE FORMAT] and [DATE SEPARATOR] is
displayed.

@ |TIME LAYOUT | The format selected in the [TIME FORMAT] is displayed.

® |DATE FORMAT |Select [DATE FORMAT] from below.

"YYYY MM DD": Year/Month (Two-digit number)/Day

"MM DD YYYY": Month/Day (Two-digit number)/Year

"DD MM YYYY": Day/Month/(Two-digit number)/Year

"YYYY MMM DD": Year/Month (Three alphabetic characters)/Day
"MMM DD YYYY": Month (Three alphabetic characters)/Day/Year
"DD MMM YYYY": Day/Month (Three alphabetic characters)/Year

@ |DATE Select [DATE SEPARATOR] from below.
SEPARATOR /(SLASH)

-(HYPHEN)
.(PERIOD)
_(SPACE)

® |TIME FORMAT |Select [TIME FORMAT] from below.
"hh:mm" :Hour:Minute
"tt hh:mm" :AM/PM Hour:Minute
"hh:mm tt" :Hour:Minute AM/PM

® |[SAVE] button Clicking this button saves the settings and returns you to the [Maintenance Menu]
window.

@ |[BACK] button Clicking this button returns you to the [Maintenance Menu] window without saving
the settings.

3 Click the [SAVE] button.

Clicking this button saves the settings and returns you to the [Maintenance Menu]

window.
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3.6.3 System Reset

Deletes all jobs of DRYPRO MODEL 832.

e N
Eg:l * DRYPRO MODEL 873 is not equipped with “system reset”
function.
® Once system reset has been performed, all the unprinted data in the
job will be cleared.

J

1 Click the [SYSTEM RESET] button in the [Maintenance Menu] window.

Drypro832 Utility. Tool (EN)

STATUS READY

TRAY INFO. 14417 B (15}

DRYPRO DP832 {19216320161)
INFO.

PRINT INFO.

PRINT QUEUE / DELETE | TEST PRINT \ Q3 PATTERN
FILM INFO.
FILM DATA | FILM SETUP |
IMAGER INFO.
SYSTEM SETUP \ TIME LAYOUT \ SYSTEM RESET |
L RCK

The [SYSTEM RESET] window appears.

2 Click the [EXECUTE] button.

SYSTEM RESET

Do you restart the system 2

BACK

Clicking this button deletes all jobs in the queue and returns you to the [Maintenance
Menu] window.

» Clicking the [BACK] button returns you to the [Maintenance Menu] win-

dow without deleting jobs.
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3.6.4 Sorter Setup

Make settings for the sorter which is an option of DRYPRO MODEL 873.

Eg:l * DRYPRO MODEL 832 is not equipped with “sorter setup”

function.

1 Click the [SORTER SETUP] button in the [Maintenance Menu] window.

DRYPRO MODEL 873

STATUS READY
Calibration need

DRYPRO INFO. DRYPRO 873 (10.14.8171)

TRAY INFO. 180178 1)
11X14B 52) Calbration
TIX14M ) Calbration

FRINT INFD

PRINT QUELE /DELETE | [ TEST PRINT ] [ QCPATTERN
FILM INFO
FILM DATA ] FILM SETUP |
IMAGER INFOL
sysTEMSETUR | [ TIME LAYDUT J|[__sorteRsere |

The [SORTER SETUP] window appears.

2 Make necessary settings.

Q) =———=@ soRTERLSE ® N O OFF
@ —e@) FIRSTEIN @ TOPEIN ) BOTTOMEBIN
@ @) TEST FRINT BIN @ TOFEBIN © BOTTOMBIN
@ @) i FILM BIN ® TOPBIN ) BOTTOM BIN
() =—————@ SHALLSEZEFILMEIN @) TOPEIN © BOTTOMBIN O DICOM/P-CON
® ® [ Bk | @ @
Num- el
ber Item Description

® |SORTER USE Specify whether to use Lis-873.
“ON”: Lis-873 is used.
“OFF”: Lis-873 is not used.

@ |FIRST BIN Specify the order of the sorter numbers.
“TOP”: Numbers beginning at the top bin.
“BOTTOM”: Numbers beginning at the bottom bin.
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® |TEST PRINT BIN | Specify the output destination of test print films.
“TOP BIN”: Outputs to the top bin.
“BOTTOM BIN”: Outputs to the bottom bin.

@ |JAM FILM BIN Specify the output destination of jam films.
“TOP BIN”: Outputs to the top bin.
“BOTTOM BIN”: Outputs to the bottom bin.

® |SMALL SIZE Specify the output destination of small size (quarter and one-sixth) films.
FILM BIN “TOP BIN” : Outputs to the top bin.

“BOTTOM BIN” : Outputs to the bottom bin.

“DICOM/P-CON”: Outputs to the bottom bin.

® |[SAVE] button Clicking this button saves the settings and returns you to the [Maintenance Menu]
window.
@ |[BACK] button Clicking this button returns you to the [Maintenance Menu] window without saving

the settings.

3 cClick the [SAVE] button.

Clicking this button saves the settings and returns you to the [Maintenance Menu]

window.
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Chapter 4

Error Handling
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4.1 Error Code

This section describes error messages and their solutions listed in Printlink5-IN.
(Note: XXXX indicates hexadecimal digits (0—9 or A—F)).

. The operation panel (display screen) of DRYPRO MODEL 873 displays
the errors which occurred in Printlink5-IN.

Error Code Error Message Solutions

CXXXX Error code received from DRYPRO See "Laser Imager DRYPRO MODEL 832/873
MODEL 832/873 OPERATION MANUAL".

DXXXX Error code used for DRYPRO MODEL See "Laser Imager DRYPRO MODEL 832/873
832/873 OPERATION MANUAL".

EXXXX Error code received from DRYPRO See "Laser Imager DRYPRO MODEL 832/873
MODEL 832/873 OPERATION MANUAL".

EXXXX Error code received from DRYPRO See "Laser Imager DRYPRO MODEL 832/873
MODEL 832/873 OPERATION MANUAL".

B0001 Imager Film size error See the imager operation manual.

B0005 Data cannot be sent properly See the imager operation manual.

BOOOA Imager Supply unit suction unit error See the imager operation manual.

B0O00B Imager Pinch roller error See the imager operation manual.

B000OC Imager Transfer unit open error See the imager operation manual.

BOOOD Imager Transfer unit close error See the imager operation manual.
I Film j t | int

B0014 m.ager Im jam between supply and prin See the imager operation manual.
units

B0015 Imager Film jam at print entrance See the imager operation manual.

B0016 Imager Film jam in print unit See the imager operation manual.

B0018 Imager Film jam in receive unit See the imager operation manual.

B0019 Imager Supply magazine set error See the imager operation manual.

B001B Imager Receive magazine set error See the imager operation manual.

B001D Imager Receive magazine full See the imager operation manual.

BOO1E Imager Supply magazine empty See the imager operation manual.
Imager Film jam between supply and print . .

BOO1F See the imager operation manual.
entrance

Imager Film jam between print entrance . .
B0020 . See the imager operation manual.
and transfer exit

B0021 Imager Film jam at transfer unit exit See the imager operation manual.
B0023 Imager Film jam in receive unit See the imager operation manual.
B0024 Imager Film jam in print unit See the imager operation manual.

50



Error Code

Error Code Error Message Solutions
B0028 Imager Fi.Im Jam between transfer and See the imager operation manual.
receive units
B0032 Imager Processor not ready See the imager operation manual.
B0033 Imager Sorter not ready See the imager operation manual.
B0035 Imager Docking unit sensor error See the imager operation manual.
B0036 Imager Docking unit sensor error See the imager operation manual.
B0037 Imager Film jam in docking unit See the imager operation manual.
B0038 Imager Film jam in docking unit See the imager operation manual.
B003C Imager Polygon mirror error See the imager operation manual.
B0O03D Imager Horizontal sync get error See the imager operation manual.
B0040 Imager Faulty print roller See the imager operation manual.
B0046 Imager Communication I/F initialize error | See the imager operation manual.
B0047 Imager Communication I/F timeout error See the imager operation manual.
B0048 Imager Communication I/F signal error See the imager operation manual.
B0049 Imager Communication I/F signal get error | See the imager operation manual.
BO04A Imager Communication I/F signal get error | See the imager operation manual.
B004B Imager Faulty laser power See the imager operation manual.
B004C Imager Not enough memory See the imager operation manual.
B0050 Imager Command error See the imager operation manual.
B0052 Imager Syntax error See the imager operation manual.
B0053 Imager Faulty parameter range See the imager operation manual.
B0054 Imager Faulty format See the imager operation manual.
B0055 Imager Faulty store/erase position See the imager operation manual.
B0056 Imager Store position full See the imager operation manual.
B0057 Imager Format error See the imager operation manual.
B0058 Imager Format error See the imager operation manual.
BOO5A Imager Disk error See the imager operation manual.
B0062 Imager Cannot accept Copy Stop See the imager operation manual.
B0063 Imager error See the imager operation manual.
See the imager operation manual. The problem
B00a0 Imager Film empty 8x10 may be solved by changing the film size or type
and outputting the data again.
See the imager operation manual. The problem
BOOA1 Imager Film empty 8x10 clear may be solved by changing the film size or type
and outputting the data again.
See the imager operation manual. The problem
BO0A2 Imager Film empty 8x10 blue may be solved by changing the film size or type

and outputting the data again.
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Error Code

Error Code Error Message Solutions

See the imager operation manual. The problem

BOOA3 Imager Film empty 8x10 DR may be solved by changing the film size or type
and outputting the data again.

See the imager operation manual. The problem

BO0A4 Imager Film empty 8x10 DR clear may be solved by changing the film size or type
and outputting the data again.

See the imager operation manual. The problem

BOOA5 Imager Film empty 8x10 DR blue may be solved by changing the film size or type
and outputting the data again.

See the imager operation manual. The problem

BO0OA6 Imager Film empty 10x12 may be solved by changing the film size or type
and outputting the data again.

See the imager operation manual. The problem

BOOA7 Imager Film empty 10x12 clear may be solved by changing the film size or type
and outputting the data again

See the imager operation manual. The problem

BOOA8 Imager Film empty 10x12 blue may be solved by changing the film size or type
and outputting the data again.

See the imager operation manual. The problem

BOOA9 Imager Film empty 10x12 DR may be solved by changing the film size or type
and outputting the data again.

See the imager operation manual. The problem

BOOAA Imager Film empty 10x12 DR clear may be solved by changing the film size or type
and outputting the data again.

See the imager operation manual. The problem

BOOAB Imager Film empty 10x12 DR blue may be solved by changing the film size or type
and outputting the data again.

See the imager operation manual. The problem

BOOAC Imager Film empty 11x14 may be solved by changing the film size or type
and outputting the data again.

See the imager operation manual. The problem

BOOAD Imager Film empty 11x14 clear may be solved by changing the film size or type
and outputting the data again.

See the imager operation manual. The problem

BOOAE Imager Film empty 11x14 blue may be solved by changing the film size or type
and outputting the data again.

See the imager operation manual. The problem

BOOAF Imager Film empty 11x14 DR may be solved by changing the film size or type
and outputting the data again.

See the imager operation manual. The problem

BOOBO Imager Film empty 11x14 DR clear may be solved by changing the film size or type
and outputting the data again.

See the imager operation manual. The problem

B0OOB1 Imager Film empty 11x14 DR blue may be solved by changing the film size or type
and outputting the data again.
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Error Code Error Message Solutions
See the imager operation manual. The problem
B00B2 Imager Film empty 14x14 may be solved by changing the film size or type
and outputting the data again.
See the imager operation manual. The problem
BOOB3 Imager Film empty 14x14 clear may be solved by changing the film size or type
and outputting the data again.
See the imager operation manual. The problem
BOOB4 Imager Film empty 14x14 blue may be solved by changing the film size or type
and outputting the data again.
See the imager operation manual. The problem
BOOB5 Imager Film empty 14x14 DR may be solved by changing the film size or type
and outputting the data again.
See the imager operation manual. The problem
B0O0OB6 Imager Film empty 14x14 DR clear may be solved by changing the film size or type
and outputting the data again.
See the imager operation manual. The problem
BOOB7 Imager Film empty 14x14 DR blue may be solved by changing the film size or type
and outputting the data again.
See the imager operation manual. The problem
BO0OB8 Imager Film empty 14x17 may be solved by changing the film size or type
and outputting the data again.
See the imager operation manual. The problem
B0O0OB9 Imager Film empty 14x17 clear may be solved by changing the film size or type
and outputting the data again.
See the imager operation manual. The problem
BOOBA Imager Film empty 14x17 blue may be solved by changing the film size or type
and outputting the data again.
See the imager operation manual. The problem
BO0OBB Imager Film empty 14x17 DR may be solved by changing the film size or type
and outputting the data again.
See the imager operation manual. The problem
BOOBC Imager Film empty 14x17 DR clear may be solved by changing the film size or type
and outputting the data again.
See the imager operation manual. The problem
BOOBD Imager Film empty 14x17 DR blue may be solved by changing the film size or type
and outputting the data again.
B0OOC1 Imager Cover open error See the imager operation manual.
B00C2 Imager Check chemistry error See the imager operation manual.
B0OOC3 Imager Chemicals empty error See the imager operation manual.
Lo Power Printlink5-IN off and on again and
BEFO00 Printlink error . .
perform it again.
Contact Konica Minolta technical
B0100 Imager Network output error .
representatives.
. Contact Konica Minolta technical
B0101 Imager Network output warning

representatives.
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Error Code Error Message Solutions
B1000 Free HD space is smaller than the size to | Contact Konica Minolta technical
be warned representatives.
. Contact Konica Minolta technical
B1001 Non-supported image format .
representatives.
. . . ) Contact Konica Minolta technical
B1002 Printer driver is not configured .
representatives.
BFO00 Imager not ready Check the power to the imager.
BF001 Server not ready (Ping failed) Check the power to the imager.
Server not ready (Socket connection .
BF002 . Check the power to the imager.
failed)
The system will become unstable if it
is energized continuously for 24 hours.
BFO0G Therefore, turn the power OFF after finishing | Power Printlink5-IN off and on again and
a task. If the system has to be energized for | perform it again.
over 24 hours continuously, turn the power
OFF/ON once a week.
BFO08 Queue data input was deleted because of | Contact Konica Minolta technical
data inconsistency. representatives.
Contact Konica Minolta technical
B2000 A-ASSOCIATE request error .
representatives.
Contact Konica Minolta technical
B2001 A-ASSOCIATE response error .
representatives.
. Contact Konica Minolta technical
B2002 Receive A-ASSOCIATE-RJ error .
representatives.
Contact Konica Minolta technical
B2003 A-RELEASE request error .
representatives.
Contact Konica Minolta technical
B2004 A-RELEASE response error .
representatives.
Contact Konica Minolta technical
B2005 Received an association abort command . ! ! !
representatives.
Contact Konica Minolta technical
B2006 C-FIND request error .
representatives.
Contact Konica Minolta technical
B2007 C-FIND response error .
representatives.
Contact Konica Minolta technical
B2008 C-STORE request error .
representatives.
Contact Konica Minolta technical
B2009 C-STORE response error .
representatives.
Contact Konica Minolta technical
B200A SCU N-CREATE (Film Session) .
representatives.
Contact Konica Minolta technical
B200B SCP N-CREATE (Film Session) .
representatives.
. Contact Konica Minolta technical
B200C SCU N-CREATE (Film Box) .
representatives.
. Contact Konica Minolta technical
B200D SCP N-CREATE (Film Box) .
representatives.
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Error Code Error Message Solutions
. Contact Konica Minolta technical
B200E SCU N-CREATE (Presentation LUT) .
representatives.
. Contact Konica Minolta technical
B200F SCP N-CREATE (Presentation LUT) .
representatives.
. . Contact Konica Minolta technical
B2010 SCU N-SET (Film Session) .
representatives.
. . Contact Konica Minolta technical
B2011 SCP N-SET (Film Session) .
representatives.
. Contact Konica Minolta technical
B2012 SCU N-SET (Film Box) .
representatives.
Contact Konica Minolta technical
B2013 | SCP N-SET (Film Box) niea M !
representatives.
Contact Konica Minolta technical
B2014 SCU N-SET (Image Box) .
representatives.
Contact Konica Minolta technical
B2015 SCP N-SET (Image Box) .
representatives.
Contact Konica Minolta technical
B2016 | SCU N-SET (Annotation Box) ontact onica iinofta fechnica
representatives.
. Contact Konica Minolta technical
B2017 SCP N-SET (Annotation Box) .
representatives.
B2018 SCU N-ACTION Contact Kor.mica Minolta technical
representatives.
B2019 SCP N-ACTION Contact Kor.1ica Minolta technical
representatives.
Contact Konica Minolta technical
B201A SCU N-DELETE .
representatives.
Contact Konica Minolta technical
B201B SCP N-DELETE .
representatives.
B201C SCU N-GET Contact Kor.mica Minolta technical
representatives.
Contact Konica Minolta technical
B201D SCP N-GET .
representatives.
Contact Konica Minolta technical
B201E SCU N-EVENT_REPORT .
- representatives.
Contact Konica Minolta technical
B201F SCP N-EVENT_REPORT .
representatives.
Contact Konica Minolta technical
B2020 SCU C-ECHO .
representatives.
Contact Konica Minolta technical
B2021 | SCP C-ECHO niea i '
representatives.
Contact Konica Minolta technical
B2022 Non-supported format . I I !
representatives.
Contact Konica Minolta technical
B2023 Unable to fit the image into a sheet on ! echn

representatives.
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Error Code

Error Code Error Message Solutions
Contact Konica Minolta technical
B2024 LUT conversion has failed .
representatives.
Contact Konica Minolta technical
B2025 Inconsistent queue file .
representatives.
Contact Konica Minolta technical
B2026 Inconsistent input file .
representatives.
L e Contact Konica Minolta technical
B3000 "?" exists in the recognition result .
representatives.
. . Contact Konica Minolta technical
B3001 Received emergency patient ID .
representatives.
. . . Contact Konica Minolta technical
B3002 No Match ! patient information .
representatives.
. . . . Contact Konica Minolta technical
B3003 There is two or more patient information .
representatives.
Contact Konica Minolta technical
B3004 Not ready for search .
representatives.
. Contact Konica Minolta technical
B3005 No search to be canceled exists .
representatives.
Contact Konica Minolta technical
B300F Other search error .
representatives.
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Chapter 5

Maintenance



5.1 Maintenance, Items to be Checked, and Schedule

This section describes maintenance and items to be checked necessary to ensure use of Printlink5-
IN in optimum condition.

Items to be Checked by Users

Maintenance and items to be checked by users are as follows: Use the maintenance period as a
guide. Perform maintenance as needed depending on usage environment.

Maintenance
Do oo Interval Weekly Monthly Yearly
Maintenance Work
Checking Fan Operation [ ]
Cleaning the Monitor [ J
Cleaning the Keyboard and Mouse ([
Cleaning the Main Body [

Maintenance and Items to be Checked by Service Personnel

Other major maintenance and items to be checked are as follows: These are included in the
maintenance contract. For performance of maintenance, contact Konica Minolta technical
representatives.

Description of Maintenance Work Maintenance Interval
Clean the internal section of the main body Yearly
Replace the lithium battery built in the main body Every 4 years
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A Specifications

Model

Printlink5-IN

Image Processing

Gradation processing

Image Storing Capacity

Main body HDD: 250 GB

1/0 Port (Ethernet)

10BASE-T/100BASE-TX/1000BASE-Tx1 (Standard)

Image Input
Imager . .
16 input channels and 8 output channels (up to 4 imager output channels)
|mage OUtpUt Storage
(Optional)
Printer Output Can be output to Windows-compliant printer

DICOM Support

Basic Grayscale Print Management Service Class (SCU, SCP)
Storage Service Class (SCU)
Modality Worklist Management Service Class (SCU)

Outer Main BOdy

100 (W) x 378 (D) x 338 (H) mm

Dimensions Monitor

377 (W) x 206 (D) x 386 (H) mm

Main Body 7.6 kg
Weight

Monitor 3.9kg

Main Body UL: AC 120 V (60 Hz), CE: 220-240 V (50/60 Hz)
Power Supply

Monitor UL: AC 120 V (60 Hz), CE: 220-240 V (50/60 Hz)
Power Main Body 240 W
Consumption | Monitor 28 W

Temperature: 10°C—-35°C, Humidity: 10%—90% (no condensation)

Operating Main Body
Environmental ]
Condition Monitor

Temperature: 10°C-35°C, Humidity: 20%—-80% (no condensation)

* Note: The above specifications are subject to change without notice.
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KONICA MINOLTA

Konica Minolta Healthcare Americas, Inc.
411 Newark-Pompton Turnpike, Wayne, NJ 07470,
U.S.A.

TEL. 973-633-1500

EU Authorized Representative:
m Konica Minolta Business Solutions

Europe GmbH

Capellalaan 65,2132 JL, Hoofddorp,

The Netherlands

TEL. +31-20-658-4100

Konica Minolta Healthcare India Private Ltd.
Office No.201, 2nd Floor, Atrium 2,

Next to Courtyard Marriott Hotel, Andheri Kurla Road,
Chakala, Andheri (East), Mumbai - 400093, India
TEL. +91-22-61916900

Konica Minolta Business Solutions (Canada)
Ltd.

5875 Explorer Drive, Mississauga,

Ontario, L4W 0E1, Canada

TEL. 905-890-6600

Konica Minolta Medical & Graphic (SHANGHAI)
Co., Ltd.

Room1602, Tower B, Hongwell International Plaza,
1602 West Zhongshan Road, Xuhui District,

Shanghai 200235 China

TEL. 021-6422-2626

1116BA01ETO1

2021-02-26
(IT)




