KONICA MINOLTA

KM1800iSHC-C-2
KM1800iSHK-DC

High-resolution, high-speed and
wider-print width printhead series.
Compatible with a wide range of ink types.

Long Throw Distance jetting technology

Optimized drive waveform allows printing with long distance between the printhead and substrate.
Prints on uneven substrates and 3-dimensional object, as well as jetting horizontally.

High drive frequency technology

Designed with Konica Minolta’s proprietary piezo actuator
technology, KM1800iSHK-DC achieves a maximum drive
frequency of 75 kHz. With its high resolution of 600 npi and
exceptional speed, this printhead is suited for single-pass
printers and other productivity-focused applications that
demand fast, high-quality output.

Two-color printing
with Single Printhead

A unique structural design enables two-color printing* with a
high-density, compact nozzle layout.

This contributes to space-saving printhead integration in
printers. *Available with KM1800iSHK-DC

Improved mounting precision

Compared to previous models,

KM1800iSHK-DC offers enhanced mounting accuracy,
simplifying carriage design and reducing time

for adjustment during installation.

Compatible
with a wide range of ink types

Enhanced chemical resistance through proprietary technol-
ogy enables compatibility with a range of inks

- from sign and graphics applications to functional materials
for printed electronics such as PCBs.
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Specifications

KM1800iSHC-C-2

KM1800iSHC-C-2
KM1800iSHK-DC

Technology

Piezo Drop on Demand

Drive System

Independent drive system

Resolution

600 npi(100npix6lines)

600npi(100npix 6lines)

(300npi per color when using two colors)

Number of Nozzles

1776(296nozzlesx6lines)

1776(296n0zzlesx6lines)

(888 per color when using two colors)

Drop Size 3.7 pl 5.5pl
Max Frequency 62 kHz 75 kHz
Printing Width 75 mm 75 mm

Dimensions

W138mm x D20mm x H108mm

W135mm x D24mmxH107mm

Weight Approx.200g Approx.250g
Grayscale 16 levels 16levels
Built-in Heater Available Available
Solvent Ink v v

Oil Ink v v

UV Ink v v

Water-based Ink
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*The above specifications are as of August 2025. Specifications and appearance are subject to change without prior notice.

**For inquiries regarding compatibility with water-based ink, please contact our sales representative.

KONICA MINOLTA, INC.

I Component Business Unit

No.1 Sakura-machi, Hino-shi, Tokyo 191-8511, Japan
Tel: +81-42-589-3701 Fax: +81-42-589-3865

https://www.konicaminolta.com/global-en/inkjethead/index.html




